Frame Time Study Form

________________________________________________________________________

 When determining Labor Times remember it should be based on "How long it takes the average technician to gather up their tools, equipment, and supplies and perform the task in a safe manner and return their tools, equipment and supplies back to their storage location."


Gather Up Keys and Pull Vehicle onto Frame Machine
_____ min.



**  Was Vehicle drivable, needed jump box, needed push** ??



Lift Vehicle up





_____ min.



R\I Wheels






_____ min.



**  Will wheels be required to be R\I’d more than once?**



R\I Rocker Covers





_____ min.



R\I Floor Undershields




_____ min.



R\I or Dettach any Mechanical Lines


_____ min.



Prep Pinchwelds before Clamp Installation

_____ min.



Gather up Clamps and Install



_____ min.


Remove Clamps and Return to Storage Location

_____ min.



Repair Clamp Marks




_____ min.

Etch Prime (Corrossion Protection)


_____ min.



Re-Apply Seam Sealer\Undercoat Materials

_____ min.



Re-attach or reinstall Mechanical Lines


_____ min.



Re-Install Floor Undershields



_____ min.



Re-Install Rocker Covers




_____ min.



Re-Install Wheels





_____ min.



Let Down Vehicle and Pull off of Frame Rack

_____ min.







TOTAL

_____ min.







Total ÷ 60

_____ hr(s).

Does NOT Include any Refinish Masking, Priming or Painting Operations or Materials nor any Material costs such as Seam Sealer, Undercoating, etc. 

